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Innovating solutions for  
the environments of your life.™

STYLE
Energex windows offer a variety 
of styles to meet the needs of the 
remodeling, new construction, and 
light commercial markets.

From double hung, horizontal slider, casement, and picture 
window styles to bows, bays, and mulled units, each style 
is designed with the finest quality and craftsmanship to 
withstand the most severe climatic conditions. Energex 
premium windows offer exceptional luxury and superior 
performance to meet all your window needs.

Uniting style, beauty, and design flexibility  
with advanced performance and security, 
Energex windows set the benchmark for the 
high performance window market. 

Contemporary sculpted frame and sash combined with top-quality features 
such as simulated divided lites, blinds between the glass, and an integrated 
lock/tilt mechanism will satisfy the most discerning tastes. Ideal for 
remodeling, new construction or light commercial applications, our beautiful 
windows offer unsurpassed engineering technology to exceed performance 
requirements for Impact, STC and Energy Star.

For more information 
Call 1.877.563.4251 or visit www.deceuninck-americas.com



REPLACEMENT/REMODEL

NEW CONSTRUCTION

Engineered to meet the demands of the high-end replacement 
and remodeling market; feature-rich with a contemporary look. 

Key Frame Features

•	.080" wall thickness, 3 1/4" frame depth

•	Triple weatherstrip at all sealing locations

•	Dedicated low profile pocket head		

•	Compression seals for snug sashes

•	High performance sloped sill 

•	Magnetic seal option

•	High performance sash/sill interlock

Combines a luxury aesthetic with high-performance engineering 
to meet the requirements of the new construction and light 
commercial markets.

Key Frame Features

•	.065" wall thickness, 3 1/4" frame depth

•	Triple weatherstrip at all sealing locations

•	Dedicated low profile pocket head

•	Compression seals for snug sashes

•	High performance sloped sill 

•	Magnetic seal option

•	High performance sash/sill interlock

•	Integral nailing fin with J channel

Key Sash Features

•	 Triple weather seal

•	 .070" wall thickness

•	 1" IG thickness

•	 Simulated divided lite compatible

•	 Equal and unequal lite designs

•	 Premium glass options including  
blinds between the glass

•	 Lock activated tilt latches

Key Sash Features

•	 Triple weather seal

•	 .070" wall thickness

•	 1" IG thickness

•	 Simulated divided lite compatible

•	 Equal and unequal lite designs

•	 Premium glass options including  
blinds between the glass

•	 Lock activated tilt latches

From double hung, horizontal slider, casement, and picture  
window styles to bows, bays, and mulled units, windows from 
Deceuninck North America are designed to satisfy all of your 
premium window needs. 

Design Flexibility

•	 High-end glass options including triple glazing

•	 Integrated lock/tilt mechanism

•	 Tilt sashes for ease of cleaning

•	 Sloped sill ensures water run off

•	 Low-profile, edge-located accessory groove  
with over 100 accessories available for all types  
of installations 

•	 Premium hardware options available

Performance & Security

•	 Excellent Sound Transmission Coefficient  
(STC) ratings

•	 ASTM Zone 4 Impact rated

•	 Meets or exceeds Miami Dade building  
requirements

•	 Achieves a DP65 High Performance  
AAMA/WDMA rating

•	 Designed to withstand sustained winds of  
up to 195 miles per hour

•	 NFRC certified to exceed current Energy Star  
rating standards with a u-value of .17 

•	 Forced entry resistance rated

•	 Horizontal slider features interlocking roller  
track for superior structural performance during  
high wind load events

•	 Full interlocking meeting rails provide protection  
against weather as well as added security

Color

•	 SunShield® extruded and Solex® laminate  
color options, both engineered for extreme  
weather resistance

DESIGN
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